Component General, Inc.

P/N: CBT-20-1 Stripline Base Mounted Terminations
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Mechanical Specifications Electrical Specifications
M | Resistance Value: Frequency Range:  VSWR (Max.):
Alumina Ceramic. 10 - 1000 Q or as DC - 1.0 GHz 1201
Substrate: required. Other values ]
. . . available upon request. 1.0-2.0GHz 1351
Beryllium Oxide Ceramic.
Contact: Standard Resistance Tolerance:
Beryllium Copper, Gold Plated per MIL- + 2% Other tolerances available upon request.
G-45204.
Length: 0.250" Min., Width: 0.060",
Thickness 0.004" + 0.002".
Heat Sink: Part Dimensions
Copper, Nickel Plated per QQ-N-290.
Tolerance: '0.515 " {13.081mm)} —» —
+0.010" unless specified. 0-250" {B.350mm) ——3 Rl
0.126" (3.175mm) —| |-1-— l

._/\N\/tl_ 0.1257 (3.175mm) | 0.250" (6.350mm)

| 0.095" (2.413mm)

0.160° (4.0B4mm) Max.
0.062" (1.575mm)

Note: The use of thermal mounting f m !, I l

compound is recommended. T
0.116" (2.946mm)

Typ. Dia. 0.130" (3.302mm)
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727-376-6655 or 800-246-4084
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